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NOTES TWO APPROACH SLABS
Existing reinforcement shall be cleaned, straightened (if required) and incorporated W
into the new construction. Cost included with Concrete Removal. Bor Non iz Tonaih Fa
Existing reinforcement bars which have lost 25X or more of their original diameter T 0 % : ;,_%,, e
shall be supplemented by new epoxy codted bars of the same diameter. New bars 400 ) B 75 g
shall be drilled and epoxy grouted in place adjacent to the original bars, as directed duo = 5 7 Sor
by the Engineer. oz e it -
Drilling and epoxy grouting of reinforcement bars shall be in accordance with Article a103E) 18 5 3-9 ———
584 of the Standard Specifications. —
For Temporary Sheet Piling: the min. embedment length =9.1° and min. section modulus Dioo(E) 9 #4 | 48 | =
of Temporary Sheet Piling S = 2.8 In3/ft. biotE) 20 #9 | 12-nt | O
If the Contractor chooses to alter the temporary cantilevered sheet piling design H
requirements shown on the plans for lesser design requirements, then full design submittals vioolE) 7 #5 1-11"
with required seals will be expected by the Contractor for review and approval at not extra j
cost to the profect. Concrete Removal Cu. Yd. 3.4
The Contractor shall connect the first sheet fo the existing abufment wall o . 1 [ e Concrete Superstructure | Cu. Yd. 3.4
ensure stability of sheets driven to the top of the existing footing. This -8 | I3 Temporary Sheet Piling Sq. F1. 232
connection shall be reviewed and accepted by the Engineer and included in the Reinforcement Bars, Pound
cost for Temporary Sheet Piling. 12 Epoxy Coated oun 130
See sheet 13 of 23 for Detail Partial Plan Approach Slab Removal & Replacement.. Mechanical Splicers Each 85
Approach slab shall be pald for as Concrete Superstructure. BAR bm‘(E)
Reinforcement shall be paid for as Reinforcement Bars, Epoxy Codfed.
Cost of excavation for abutment backwall removal included with Concrete Superstructure.
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